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Magnetization-dependent loss in an (Al,Ga)As
optical waveguide with an embedded

Fe micromagnet
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The dependence of waveguiding loss on the magnetization of a Fe micromagnet embedded into the (Al,Ga)As
optical waveguide was examined as a possible readout method for the spin-photon memory. The optical de-
tection of the magnetization direction of a Fe micromagnet was demonstrated for the micromagnet sizes of
3 �m�4 �m and 3 �m�8 �m with signal-to-noise ratios of 4.8 and 6 dB, respectively. In the case of
smaller sizes, the use of spin injection from the micromagnet into a semiconductor optical amplifier was
proposed for the optical detection of the magnetization. © 2010 Optical Society of America
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High-speed all-optical memory is important for the
realization of the next generation of high-speed opti-
cal networks [1,2]. The operation speed above 100
Gbits/s and nonvolatile data storing are most desir-
able features of such a memory. High-speed data pro-
cessing, chip-to-chip optical connection, and optical
buffer memory are a few of the possible applications
of a high-speed nonvolatile optical memory. The use
of the spin for the optical memory benefits from its
ability for the fast operation speed and non-volatile
recording. It was demonstrated experimentally that
spin polarization in a semiconductor can be switched
on and off by the light at a speed as fast as 2.2 Tbits/s
[3]. The nonvolatile data recording utilizing spin
transfer switching is a current technology of mag-
netic random assess memory [4].

The design of spin-photon memory was proposed
[3]. The memory consists of a micromagnet made of a
ferromagnetic metal integrated on a semiconductor
photodetector. The size of the micromagnet should be
smaller than the domain size of the metal. Then, the
micromagnet will be in the single-domain state even
without an external magnetic field. The data are
stored as a magnetization direction in the micromag-
net. The data recording is achieved by reversing the
magnetization direction by an optical pulse. The cir-
cularly polarized optical pulse is absorbed by the
semiconductor photodetector to create spin-polarized
electrons. Under an applied voltage these spin-
polarized electrons are injected from the detector into
the micromagnet. The spin transfer torque is a con-
sequence of the transfer of spin angular momentum
from a spin-polarized current to the magnetic mo-
ment of a micromagnet. If the torque is sufficient, the
magnetization is reversed and the data are memo-
rized. The threshold current for the magnetization
reversal is roughly proportional to the volume of the
nanomagnet [5,6]. The smaller sizes of the micromag-
net, the smaller the threshold current needed for the
magnetization reversal and the smaller optical pulse

energy required for the recording.
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The optical readout is an essential function of a
memory. It is possible to detect the magnetization di-
rection utilizing magneto-optical (MO) effect. The re-
quired decrease in the sizes of the micromagnet re-
duces the efficiency of the MO readout. In the case of
free-space optics, the resolution of a small object is
limited by the diffraction limit given by the Rayleigh
criterion. In the case of waveguide there is no such a
limit; however it is obvious that the reduction in the
size of the micromagnet causes the reduction in the
efficiency of the MO readout. Therefore, there is a
trade-off between requirements for the smaller size
of the micromagnet for the recording and for the
larger size of the micromagnet for the readout.

The MO readout can be achieved either by utilizing
the Faraday rotation or by the effect of
magnetization-dependent loss. In this Letter we
studied the effect of magnetization-dependent loss in
the AlGaAs optical waveguide with an embedded Fe
micromagnet in order to determine the smallest size
of the micromagnet when the magnetization can be
detected with an acceptable signal-to-noise ratio
(SNR).

The magnetization-dependent loss in the
semiconductor/metal hybrid waveguide was discov-
ered recently [7] and it was proved experimentally
for Co/AlGaAs waveguides [8], MnAs/InGaAsP am-
plifiers [9], Fe/InGaAsP amplifiers [10], and FeCo/
InAlGaAs amplifiers [11]. When one layer of the op-
tical waveguide is a ferromagnetic metal and its
magnetization is perpendicular to the mode propaga-
tion direction, the optical absorption is different for
two opposite directions of the magnetization. There-
fore, such a waveguide can function as an optical
gate, when the light can be switched on or off by re-
versing the magnetization of the metal. The magne-
tization of a ferromagnetic metal can be detected by
the intensity of the transmitted light.

The (Al,Ga)As optical waveguide was grown by mo-
lecular beam epitaxy. Following a 3-�m-thick

Al0.5Ga0.5As clad layer, the 800 nm thick Al0.3Ga0.7 As
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core layer was grown. The 120-nm-deep pit was wet
etched through a photoresist mask following the
deposition of 40 nm of Fe and 5 nm of Au by sputter-
ing. The metal was lift off. Therefore, the metal re-
mained only inside the pit. The rib waveguide was
dry etched with a SiO2 mask. The height of the rib
was 600 nm. The widths of the rib and the Fe micro-
magnet were the same. The waveguide was covered
by 200 nm thick SiO2 to avoid oxidation. The devices
with a variety of lengths and widths of Fe micromag-
net were fabricated on the same wafer. The light of
the wavelength of 770 nm was coupled in and out of
the waveguide using polarization-maintaining fibers.
The light intensity was 50–300 �W. The magnetic
field was applied perpendicularly to the waveguide
and in the film plane. Figure 1(a) shows the structure
of the fabricated device. Figure 1(b) shows a
scanning-electron-microscope (SEM) cross-section
image of the waveguide taken across the waveguide
and Fig. 1(c) shows a SEM image taken across the
micromagnet. In both cases, the waveguide walls
were vertical and the interface between the semicon-
ductor and Fe micromagnet was smooth.

Figure 2 shows the transmission coefficient of the
TM waveguide mode as a function of the applied
magnetic field for the 3-�m-wide waveguide with the
micromagnet lengths of 8 and 4 �m. A clear hyster-
esis loop for the transmission coefficient was ob-
served in both cases, but the amplitude of the loop
was smaller in the case of the shorter micromagnet.
The coercive field was 30 Oe in both cases. The loop
was not observed in the case of a waveguide without
a Fe micromagnet. It proves that the transmission
depends on the magnetization direction of the Fe mi-

Fig. 1. (a) Structure of (Al,Ga)As waveguide with embed-
ded micromagnet. SEM cross-sectional image taken across

the (b) waveguide and (c) micromagnet.
cromagnet. With decreasing of the micromagnet
length, both the MO signal and SNR decrease. For a
submicrometer-size Fe micromagnet, the MO signal
was smaller than the noise level. Figure 3 shows the
fiber-to-fiber loss, MO signal, and SNR as functions
of the length of the Fe micromagnet. The loss is lin-
early proportional to the length of the Fe micromag-
net as 0.38 dB/�m. The offset loss of 27 dB is due to
the fiber-waveguide coupling loss and the scattering
loss on the Fe micromagnet. The MO signal is lin-
early proportional to the micromagnet length for
lengths longer than 10 �m. For shorter lengths, the
MO signal rapidly decreases. Therefore, in the case
when the micromagnet size is comparable with the
wavelength, the linear proportionality of the MO sig-
nal to the Fe micromagnet length does not hold. The
SNR is almost constant around 10 dB for the long
lengths, but it rapidly decreases when the micromag-
net length becomes comparable with the wavelength
of light ��=770 nm�.

In the most desirable case, the readout efficiency
should not depend on the size of the micromagnet.
Therefore, the sizes of the micromagnet could be op-
timized according to the conditions for the recording.
Figure 4 shows a scheme for the proposed solution,
which satisfied this condition. The device consists of

Fig. 2. Transmission of TM mode of rib waveguide with
embedded Fe micromagnet as a function of magnetic field
applied perpendicularly to the waveguide and in waveguide
plane. Micromagnet sizes are 8 �m�3 �m and 4 �m
�3 �m. Amplitude of MO signal and noise were shown.

Fig. 3. Fiber-to-fiber loss (inverted triangle), MO signal
(triangle), and SNR (inset) as functions of micromagnet

length.
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a micromagnet fabricated on top of a p-i-n junction.
The device structure is the same as it was used for
recording [3], except the polarity of the applied volt-
age between the micromagnet and p-region is re-
versed. In the case of recording, the spin-polarized
electrons are injected from the p-i-n junction into the
micromagnet. In the proposed scheme for readout,
the spin-polarized electrons are injected from the mi-
cromagnet into the p-i-n junction. The input optical
pulse of wavelength corresponded to the bandgap of
the i-region is used for the readout. Under a forward
electrical bias the spin-polarized electrons and unpo-
larized holes are injected into the i-region of the p-i-n
junction and recombines there with the result of
stimulated emission and amplification of the input
pulse. Owing to the optical selection rule, the ampli-
fication for the left and right circular polarizations is
different when electrons in the amplifying region are
spin-polarized. The polarization of the linearly polar-
ized light will be rotated in this p-i-n junction. The
direction of rotation will correspond to the direction
of the micromagnet magnetization. Therefore, by de-
tecting the direction of polarization rotation of the
output pulse, the data stored in the memory can be
read. Owing to the wide spreading of spin-polarized
electrons over a larger volume in the p-i-n junction,
the effective volume of the MO area will be signifi-
cantly larger than the volume of the micromagnet.
Assuming that the electron spreading has the shape
of a rotational semi-ellipsoid [12], the effective MO
volume could be as large as 0.1 �m3, compared with
only 10−4 �m3 of the micromagnet volume. Therefore,
it could be expected that in this case the MO signal
will be significantly greater. Moreover, owing to the
optical gain, the MO signal could be further ampli-
fied. The spin injection from a ferromagnetic metal
into a semiconductor was demonstrated [13], and the
difference of electroluminescence between left and
right circularly polarized light was observed [14–17].
With an efficient spin injection, the degree of circular
polarization can reach up to 32% at room tempera-
ture [17]. It proves the feasibility of this method for
an effective readout of the magnetization of the
submicron-size magnet.

Fig. 4. Proposed design for detection of the magnetization
utilizing the spin injection from the micromagnet into p-i-n
junction.
In conclusion, it was demonstrated that the mag-
netization of a Fe micromagnet embedded into the
optical rib waveguide can be detected optically using
magnetization-dependent loss in a hybrid ferromag-
netic metal/semiconductor waveguide. SNRs of 6.6
and 4 dB were demonstrated for the (Al,Ga)As wave-
guide with embedded Fe micromagnets with sizes of
3 �m�8 �m and 3 �m�4 �m, respectively. For the
smaller micromagnet, the spin injection from the mi-
cromagnet into semiconductor was proposed to
achieve an efficient readout.
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